## Concrete Fiber Products Guide

<table>
<thead>
<tr>
<th>FiberForce 100</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Microsynthetic</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>0.75 (19)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>3</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>71,503,700</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>882</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>0.5 (0.3)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce 150</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Microsynthetic</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>0.75 (19)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>15</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>14,310,600</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>395</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>1 (0.6)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce 300</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Microsynthetic</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>0.75 (19)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>1,500</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>143,100</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>39</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>1.5 (0.9)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce 500</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Microsynthetic</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>0.75 (19)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>600</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>358,700</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>63</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>1.5 (0.9)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce 650</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Macro synthetic</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>1.5 (38)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>900</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>114,800</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>100</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>3 (1.8)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce 750</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Macro synthetic</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>1.5 (38)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>900/5,000</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>900/5,000</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>100/43</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>3 (1.8)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce 950</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Macro synthetic</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>1.5 (38)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>1,890</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>-</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>70</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>4 (2.4)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce 1000 HP</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Macro synthetic</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>1.5 (38)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>1,890</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>1,890</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>56,900</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>3 (1.8)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce T5-50</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Steel</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>2.0 (50)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>-</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>600</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>32</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>25 (15)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce 850</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Steel</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>1.5 (38)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>-</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>-</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>51</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>24 (14.4)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce T1-50</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Steel</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>2.0 (50)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>-</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>1,500</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>51</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>25 (15)</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>FiberForce T1-60</th>
<th>Applications</th>
<th>Physical Properties</th>
</tr>
</thead>
<tbody>
<tr>
<td>Steel</td>
<td>Plastic Shrinkage Rein. (SOG, Precast, Pavement)</td>
<td>Best = ⋅</td>
</tr>
<tr>
<td></td>
<td>Shrinkage &amp; Temp. Rein. (SOG, Precast, Pavement)</td>
<td>Good = ○</td>
</tr>
<tr>
<td></td>
<td>Industrial Floors Load Capacity Increase</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Freshability (fiber free surface)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Shear</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Bridge Deck</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Composite Slabs on Steel Floor Deck (CMD)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>UL Classified</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Std. Length, in (mm)</td>
<td>2.4 (60)</td>
</tr>
<tr>
<td></td>
<td>Linear Density (denier)</td>
<td>-</td>
</tr>
<tr>
<td></td>
<td>Fibers/lb</td>
<td>1,550</td>
</tr>
<tr>
<td></td>
<td>Aspect Ratio</td>
<td>67</td>
</tr>
<tr>
<td></td>
<td>Minimum Dosage Rate, pcy (kg/m³)</td>
<td>25 (15)</td>
</tr>
</tbody>
</table>